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EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

GRASS BANKED FROM CHANGE ROOM 
LEVEL TO SOCCER PITCH LEVEL

SOCCER/ CRICKET PITCH

EXISTING CAR PARK

ACD BXAXBXCXD

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

STRUCTURAL STEEL UB BEAM TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED

BIN STOREBIN STORE

55.991 m55.991 m

EXISTING STEEL STRUCTURE.

RETAINING WALL TO STRUCTURAL DETAILS
USING FACE BRICK WITH MORTAR JOINT TO
MATCH EXISTING.

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

15.5°

230 X 30mm TIMBER FASCIA PAINTED.
COLOUR TO BE CONFIRMED

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

2100mm HIGH PALISADE FENCING INSTALLED
TO MANUFACTURERS RECOMMENDATIONS.
HOT DIPPED GALVANISED FINISH

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

15.5°

230 X 30mm TIMBER FASCIA PAINTED.
COLOUR TO BE CONFIRMED

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

ROOF - METROLL METLOK 700 - 0.42MM
CONCEALED FIX ROOFING FIXED TO
MANUFACTURERS RECOMMENDATIONS.
COLOUR: COLORBOND PALE EUCALYPTUS
TO MATCH EXISTING ROOF

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

EXISTING RAILING

STRUCTURAL STEEL SHS BEAM FIXED TO
EXISTING STEEL COLUMN TO STRUCTURAL
ENGINEERS DETAILS. PAINTED- COLOUR TBC

EXISTING STEEL STRUCTURE

W2
13b

W2
10b

38mm DIA. 316L (NO.4 FINISH) STAINLESS
STEEL POSTS WITH 15mm DIA. BRACKET
FULLY WELDED TO POST AND HANDRAIL

A L I G N
    R O O

 F S

100MM DIA. ROUND
COLORBOND RAINWATER
PIPE.

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

PROPOSED TENSILE FABRIC ROOFING 
WITH STEEL STRUCTURE OVER NEW 
SPECTATOR SEATING 

X32467 5 X1X21 X03

PROPOSED DOUBLE SIDED SPECTATOR SEATING

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

TENSILE MEMBRANE ROOFING WITH FIXING
SYSTEM AND SUPPORT CABLES -
PROVISIONAL SUM ITEM. FIXED TO
STRUCTURAL STEEL CANOPY STRUCTURE

BIN STOREBIN STORE

55.991 m55.991 m

STRUCTURAL STEEL SHS COLUMN TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED.

02b
SD01

01g
RD03

03c
D2

20a
D1

22a
D1

W1
03b

EXISTING CONCRETE SLAB HAVENGARD (OSA) 4 PANEL STACKER
SECURITY SCREEN DOORS WITH 2 FIXED
PANELS ON THE ENDS COMPATIABLE WITH
AWS SLIDING STACKING DOOR.

SOLID CORE FLUSH PANEL DOORS. OUTER
FACE TO BE FACED WITH 0.9mm PGI.  PAINT
FINISH

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

'AWS' SERIES 52 HINGED DOOR WITH
SUB-SILL CHANNEL AND 'RAVEN RP138
HEAVY DUTY THRESHOLD' ANODISED FINISH
COLOUR TBC

STRUCTURAL STEEL CHS COLUMN TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

BRADFORDS HURRICANE H300 300mm DIA
TURBINE ROOF VENTILATOR

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

19a
D1

18b
D1 DW01

02a

LV3
22b

21a
D1

LV1
21b

LV2
20b

LV1
19b

LV1
18c

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

'AWS' SLIDEMASTER SERIES 704B (OSA)
SLIDING DOOR. ANODISED- ANODISERS WA
STERLING

EXISTING STEEL STRUCTURE

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

1.6mm STAINLESS STEEL BENCH WITH REAR
UPSTAND WITH GALVANISED MILD STEEL
SUBSTRATE.

CUSTOM FULLY WELDED STEEL PLATE
VENTILATION GRILLES. 100x10mm FRAME
WITH 50x10mm LINEAR BARS
POWDERCOATED- COLOUR TBC. LINTEL
OVER TO STRUCTURAL ENGINEERS
SPECIFICATIONS.

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m PROPOSED SPECTATOR SEATING

A C DB XA XB XC XD

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

EXISTING RIDGE140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

EXISTING WALL

BIN STOREBIN STORE

55.991 m55.991 m

EXISTING STEEL STRUCTURE

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

01f
RD03

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

EXISTING TIMBER ROOF STRUCTURE

EXISTING STEEL STRUCTURE.

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

MIRAGE SERIES 50 (OSA)  STEEL ROLLER
SHUTTER POWDERCOATED - DULUX ALMOND
SWIRL- SN3D3 (SHUTTERS NOT PRESSED
METAL). DRUM, GUIDES, BRACKETS, SLATS
AND FIXING TO MANUFACTURERS
RECOMMENDATIONS.

EXISTING STEEL STRUCTURE.

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

10°

16a
EX. D1

17a
EX. D1

LV5
16b

LV5
17b

LV5
15b

15a
EX. D1

14a
EX. D1

LV5
14b

DW02
02c

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

BRADFORDS HURRICANE H300 300mm DIA
TURBINE ROOF VENTILATOR

'AWS' SERIES 52 HINGED DOOR WITH
SUB-SILL CHANNEL AND 'RAVEN RP138
HEAVY DUTY THRESHOLD' ANODISED FINISH
COLOUR TBC

EXISTING WALL

EXISITNG OPENING 
CLOSED

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

X3 2 4 6 75X1 X2 1X0 3

MIRAGE SERIES 100 (OSA)  STEEL ROLLER
SHUTTER- POWDERCOATED. DRUM, GUIDES,
BRACKETS AND FIXING TO MANUFACTURERS
RECOMMENDATIONS.  DULUX ALMOND
SWIRL- SN3D3

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

CUSTOM FULLY WELDED STEEL PLATE
VENTILATION GRILLES. 100x10mm FRAME
WITH 50x10mm LINEAR BARS
POWDERCOATED- COLOUR TBC. LINTEL
OVER TO STRUCTURAL ENGINEERS
SPECIFICATIONS.

BIN STOREBIN STORE

55.991 m55.991 m

TENSILE MEMBRANE ROOFING WITH FIXING
SYSTEM AND SUPPORT CABLES -
PROVISIONAL SUM ITEM. FIXED TO
STRUCTURAL STEEL CANOPY STRUCTURE

STRUCTURAL STEEL CHS COLUMN TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE
REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK
STRUCTURAL STEEL CHS COLUMN TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED

TENSILE MEMBRANE ROOFING WITH FIXING
SYSTEM AND SUPPORT CABLES -
PROVISIONAL SUM ITEM. FIXED TO
STRUCTURAL STEEL CANOPY STRUCTURE

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

STRUCTURAL STEEL SHS COLUMN TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED.

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

24a
RD01

23a
RD0225a

RD01

LV4
19c

LV4
21c

100MM DIA. ROUND COLORBOND RAINWATER
PIPE.

2100mm HIGH PALISADE GATE TO MATCH
ADJACENT PALISADE FENCING. HOT DIPPED
GALV FINISH.  PROVIDE STOPPERS AND HOLD
OPEN LATCHES.

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

METROLL QUARTER ROUND GUTTER 0.6MM
BMT COLORBOND STEEL. COLOUR -
COLORBOND PALE EUCALYPTUS

26a
G01

MIRAGE SERIES 100 (OSA)  STEEL ROLLER
SHUTTER WITH PART PERFORATED SLATS AS
PER SPEC. POWDERCOATED. DRUM, GUIDES,
BRACKETS AND FIXING TO MANUFACTURERS
RECOMMENDATIONS.  DULUX ALMOND
SWIRL- SN3D3

METROLL QUARTER ROUND GUTTER 0.6MM
BMT COLORBOND STEEL. COLOUR -
COLORBOND PALE EUCALYPTUS

BRADFORDS HURRICANE H300 300mm DIA
TURBINE ROOF VENTILATOR

EXISTING TIMBER ROOF STRUCTURE

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN
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EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

ACD BXAXBXCXD

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

15.5°

FIRST AIDFIRST AID
0303

MEETINGMEETING
ROOM 1ROOM 1

0404

MEETINGMEETING
ROOM 2ROOM 2

0505

AIR LOCKAIR LOCK
0909

UAT 1UAT 1
1111

AIR LOCKAIR LOCK
1212

EXTERNALEXTERNAL
SPORTSSPORTS
STORE 1STORE 1

2424

05
A5.10

03
A5.10

07
A5.10

04
A5.10

BIN STOREBIN STORE

55.991 m55.991 m

12a
D1.b

11a
D1.b

09a
D1.b

05a
D1.b

04a
D1.b

03a
D1.a

06
A5.10

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

EXISTING STEEL STRUCTURE

EXISTING STEEL STRUCTURE.

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

STRUCTURAL STEEL SHS BEAM FIXED TO
EXISTING STEEL COLUMN TO STRUCTURAL
ENGINEERS DETAILS. PAINTED- COLOUR TBC

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS
REINFORCED CONCRETE STRIP FOOTING -
SHOWN DASHED TO STRUCTURAL
ENGINEERS DETAILS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

SCREED TO FALLS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILSFACE BRICK WITH MORTAR JOINT TO MATCH

EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS
FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

EXISTING CONCRETE STEPS

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

10°

32860

5490 5255 5280 5205 3025 6925 1680

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

BRADFORDS HURRICANE H300 300mm DIA
TURBINE ROOF VENTILATOR

TIMBER ROOF TRUSS - TO STRUCTURAL
ENGINEERS DETAILS

2900 2900

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

A C DB XA XB XC XD

DW02
02c

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN

EXISTING WALL
01a
D1.b

01b
RD04

01c
D4

SCREED TO FALLS
REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

32860

1680 6925 3025 5205 5280 5255 5490

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

EXISTING STEEL STRUCTURE

EXISTING STEEL STRUCTURE.

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

EXISTING CONCRETE SLAB

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

EXISTING CONCRETE SLAB

01d
CD1

14a
EX. D1

15a
EX. D1

16a
EX. D1

17a
EX. D1

LV5
17b

LV5
16b

LV5
15b

LV5
14b

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

BRADFORDS HURRICANE H300 300mm DIA
TURBINE ROOF VENTILATOR

2900

2400

REUSE EXISTING DOOR LEAF. CHANGE
SWING OF DOOR IN ACCORDACE TO FLOOR
PLAN AND MAKE GOOD. PAINT FINISH TO
MATCH NEW DOORS

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

ACD BXAXBXCXD

01
A5.10

SOCIAL ROOMSOCIAL ROOM
0202

CHANGECHANGE
ROOM 1ROOM 1

1414

CHANGECHANGE
ROOM 2ROOM 2

1515

CHANGECHANGE
ROOM 3ROOM 3

1616

CHANGECHANGE
ROOM 4ROOM 4

1717

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

EXISTING STEEL STRUCTURE.
02e
RD06

01b
RD04

01a
D1.b

LV5
14b

14a
EX. D1

DW02
02c

LV5
15b

LV5
16b

LV5
17b

17a
EX. D1

16a
EX. D1

15a
EX. D1

32860

5490 5255 5280 5205 3025 6925 1680

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

SCREED TO FALLS
REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

11.09
°

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS
SCREED TO FALLS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

35mm FURRING CHANNEL

EXISTING TIMBER ROOF STRUCTURE

35mm FURRING CHANNEL

CORULINE PERFORATED ACOUSTIC CEILING
LINING

10mm THICK SAND FINISHED RENDER. PAINT
FINISH.

11.09°

EXISTING STEEL STRUCTURE

EXISTING CONCRETE SLAB

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN

02
A5.10

2900

STRUCTURAL STEEL SHS BEAM FIXED TO
EXISTING STEEL COLUMN TO STRUCTURAL
ENGINEERS DETAILS. PAINTED- COLOUR TBC

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

ACD BXAXBXCXD

08
A5.10

11
A5.11

12
A5.11

EXTERNAL SPORTS STORE 2 CHANGE ROOM 5

10
A5.11

BIN STOREBIN STORE

55.991 m55.991 m

W2
10b

W2
13b

18b
D1.a

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

REINFORCED CONCRETE STRIP FOOTING -
SHOWN DASHED TO STRUCTURAL
ENGINEERS DETAILS

11.09
°

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

32860

5490 5255 5280 5205 3025 6925 1680

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

11.1°

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS
REINFORCED CONCRETE STRIP FOOTING -
SHOWN DASHED TO STRUCTURAL
ENGINEERS DETAILS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

10°

EXISTING STEEL STRUCTURE

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

EXISTING STEEL STRUCTURE.

GALV. STEEL CEE PURLINS TO STRUCTURAL
ENGINEERS DETAILS

STRUCTURAL STEEL UB BEAM TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED

'AWS' 102mm SERIES 426 FRONTGLAZE
ALUMINIUM FRAMING SYSTEM OSA.
ANODISED FINISH

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

ACD BXAXBXCXD

14
A5.11

15
A5.11

16
A5.11

BIN STOREBIN STORE
2323

BIN STOREBIN STORE
2323 UMPIRESUMPIRES

CHANGECHANGE
ROOMROOM

2222

BIN STOREBIN STORE

55.991 m55.991 m REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

55991

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

EXISTING STEEL STRUCTURE.

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

32860

5490 5255 5280 5205 3025 6925 1680

15.5°

11.1°

SCREED TO FALLS

EXISTING STEEL STRUCTURE

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

15.5°

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

2100mm HIGH PALISADE FENCING INSTALLED
TO MANUFACTURERS RECOMMENDATIONS.
HOT DIPPED GALVANISED FINISH

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

W2
13b

W2
10b

2900 2400 mm3329
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TITLE

•
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ON SITE BEFORE COMMENCING ANY WORK.
DIMENSIONS TO GOVERN SCALE
ALL REFERENCES TO ELECTRICAL AND MECHANICAL SERVICES 
ARE INDICATIVE ONLY.  REFER TO THE RELEVANT ENGINEER'S 
DRAWINGS AND SPEC. FOR FINAL SELECTIONS AND LAYOUT.

ALL DRAWINGS ARE ARCHITECTS' COPYRIGHT
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NOTE:
REFER TO SERIES 10 ARCHITECTURAL DRAWINGS FOR FURTHER 
DETAILS ON FINISHES, FIXTURES AND FITTINGS IN CONJUNCTION 
WITH ARCHITECTURAL SPECIFICATION.
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EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

X32 X1X213

32
A5.13

30
A5.13

31
A5.13

EXTERNALEXTERNAL
SPORTSSPORTS
STORE 2STORE 2

2525

EXTERNALEXTERNAL
SPORTSSPORTS
STORE 1STORE 1

2424

CHANGECHANGE
ROOM 3ROOM 3

1616

TIMBER ROOF TRUSS - TO STRUCTURAL
ENGINEERS DETAILS

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

24a
RD01

25a
RD01

ROOF BATTEN OVER TIMBER TRUSS.

TIMBER ROOF TRUSS - TO STRUCTURAL
ENGINEERS DETAILS

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

EXISTING CONCRETE SLAB
SCREED TO FALLS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

23455

4265 2905 2495 4550 9240

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS

2100mm HIGH PALISADE GATE TO MATCH
ADJACENT PALISADE FENCING. HOT DIPPED
GALV FINISH.  PROVIDE STOPPERS AND HOLD
OPEN LATCHES.

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

STRUCTURAL STEEL 100 X 6 FLAT BAR TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED WITH PAINT FINISH

EXISTING STEEL STRUCTURE.

EXISTING TIMBER ROOF STRUCTURE

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

X32467 5 X1X213

BIN STOREBIN STORE

55.991 m55.991 m

23a
RD02

LV4
21c

LV4
19c

08a
D1.a

06a
D3

METZ PROJECT 600x200mm WHITE TILES. TILE
IN STRETCHER BOND PATTERN. HT COATING

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

SCREED TO FALLS
13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.

2900 2900 2900
2743 27433329

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

TIMBER ROOF TRUSS - TO STRUCTURAL
ENGINEERS DETAILS

ROOF BATTEN OVER TIMBER TRUSS.

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

40930

4140 6000 6000 1335 4265 2905 2495 4550 9240

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS 10mm THICK GYPROCK AQUACHEK

PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

35mm FURRING CHANNEL CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

BIN STOREBIN STORE
2323

CHANGECHANGE
ROOM 7ROOM 7

2121

CHANGECHANGE
ROOM 6ROOM 6

1919

CHANGECHANGE
ROOM 5ROOM 5

1818

MEETINGMEETING
ROOM 2ROOM 2

0505
SOCIAL ROOMSOCIAL ROOM

0202

15.5°

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

EXISTING CONCRETE SLAB

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

CORULINE PERFORATED ACOUSTIC CEILING
LINING

2900 2900

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

X3 2 4 6 75X1 X2 1X0 3

17
A5.12

18
A5.12

19
A5.12

20
A5.12

SOCIAL ROOMKITCHEN

FIRST AID

CHANGE ROOM 5 CHANGE ROOM 6 CHANGE ROOM 7

21.5 m²

UMPIRESUMPIRES
CHANGECHANGE
ROOMROOM

09
A5.10

01g
RD03

DW01
02a

02b
SD01

W1
03b

03c
D2

LV1
18c

18b
D1

LV1
19b

LV2
20b

20a
D1

LV1
21b

21a
D1

22a
D1

LV3
22b

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

0.55BMT COLORBOND BARGE FLASHING AS
INDICATED. COLOUR MATCH ROOF
SHEETING (UNLESS NOTED OTHERWISE)

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

76mm STEEL STUD BULKHEAD FRAMING TO
STRUCTURAL ENGINEERS DETAILS

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

EXISTING CONCRETE SLAB
SCREED TO FALLS

METROLL QUARTER ROUND GUTTER 0.6MM
BMT COLORBOND STEEL. COLOUR -
COLORBOND PALE EUCALYPTUS

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN

10mm THICK GYPROCK AQUACHEK
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS
FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

10mm THICK GYPROCK AQUACHEK
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN

48730

7800 9240 4550 2495 2905 4265 1335 6000 6000 4140

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

EXISTING TIMBER ROOF STRUCTURE

EXISTING STEEL STRUCTURE.

'AWS' SLIDEMASTER SERIES 704B (OSA)
SLIDING DOOR. ANODISED- ANODISERS WA
STERLING

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

X3 2 4 6 75X1 X2 1X0 3

BIN STOREBIN STORE

55.991 m55.991 m
21
A5.12

22
A5.12

23
A5.12 24

A5.12

25
A5.12

02b
SD01

02d
RD07

01e
D4

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

LV1
21b

LV1
19b

LV1
18c

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

OW01
01a

230 X 30mm TIMBER FASCIA PAINTED.
COLOUR TO BE CONFIRMED

2900 3329 mm (FFL)

2095 mm (FFL)

TENSILE MEMBRANE ROOFING WITH FIXING
SYSTEM AND SUPPORT CABLES -
PROVISIONAL SUM ITEM. FIXED TO
STRUCTURAL STEEL CANOPY STRUCTURE

STRUCTURAL STEEL PFC BEAM TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED FINISH

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS

35mm FURRING CHANNEL
INSULATED COOL ROOM PANEL. REFER
SPECIFICATION

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

EXISTING CONCRETE SLAB REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS
MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

35mm FURRING CHANNEL

REINFORCED CONCRETE STRIP FOOTING -
SHOWN DASHED TO STRUCTURAL
ENGINEERS DETAILS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

48730

7800 9240 4550 2495 2905 4265 1335 6000 6000 4140

2900 2900
2900 2900 2900

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

X3 2 4 6 75X1 X2 1X0 3

FEMALEUAT 1PASSAGECHANGE ROOM 1

EXTERNAL STORAGE COMPOUND

29
A5.13

26
A5.13

27
A5.13

28
A5.13

60
0

18
00

LV4
19c

LV4
21c

23a
RD02

06a
D3

08a
D1.a

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

ROOF - METROLL METLOK 700 - 0.42MM
CONCEALED FIX ROOFING FIXED TO
MANUFACTURERS RECOMMENDATIONS.
COLOUR: COLORBOND PALE EUCALYPTUS
TO MATCH EXISTING ROOF

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

EXISTING CONCRETE SLAB

EXISTING CORRUGATED ROOF. COLOUR:
COLORBOND PALE EUCALYPTUS

TENSILE MEMBRANE ROOFING WITH FIXING
SYSTEM AND SUPPORT CABLES -
PROVISIONAL SUM ITEM. FIXED TO
STRUCTURAL STEEL CANOPY STRUCTURE

STRUCTURAL STEEL PFC BEAM TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED FINISH

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

WALMAY STEPMASTER NOSING PROFILE 400
SERIES SMN410’ IN CLEAR ANODISED
ALUMINIUM FINISH TO STAIR TREADS.
CARBORUNDUM INSERT COLOUR: BLACK 102

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

Nom. 40 DIA. 316 STAINLESS STEEL HANDRAIL
FULLY WELDED TO 15 DIA. STAINLES STEEL
HANDRAIL SUPPORT. NO.4 STAINLESS FINISH.

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- BLACK
SHEOAK

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

35mm FURRING CHANNEL

MIDLAND BRICK' 305x90x162mm MAXIBRICK
BRICKS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

CUSTOM FULLY WELDED STEEL PLATE
VENTILATION GRILLES. 100x10mm FRAME
WITH 50x10mm LINEAR BARS
POWDERCOATED- COLOUR TBC. LINTEL
OVER TO STRUCTURAL ENGINEERS
SPECIFICATIONS.

INVISI-GARD STAINLESS STEEL SECURITY
SCREEN METROLL QUARTER ROUND GUTTER 0.6MM

BMT COLORBOND STEEL. COLOUR -
COLORBOND PALE EUCALYPTUS

48730

7800 9240 4550 2495 2905 4265 1335 6000 6000 4140

2600 2500
2400 2400

2100

EX. FLOOR LEVELEX. FLOOR LEVEL

56.420 m56.420 m

A C DB

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

TIMBER ROOF TRUSS - TO STRUCTURAL
ENGINEERS DETAILS

2100mm HIGH PALISADE FENCING INSTALLED
TO MANUFACTURERS RECOMMENDATIONS.
HOT DIPPED GALVANISED FINISH

FACE BRICK WITH MORTAR JOINT TO MATCH
EXISTING. RE-USE FROM DEMOLITION WHERE
POSSIBLE

REINFORCED CONCRETE STRIP FOOTING -
SHOWN DASHED TO STRUCTURAL
ENGINEERS DETAILS

2900 mm

2057 mm

2743 mm

CORRUGATED ROOFING TO MATCH EXISTING
- METROLL CORODEK. 0.42MM BMT. COLOUR
- COLORBOND PALE EUCALYPTUS

GALV. STEEL CEE PURLINS TO STRUCTURAL
ENGINEERS DETAILS

140x45mm IRON ASH H3 BATTENS- DRESSED
PENCIL ROUND

STRUCTURAL STEEL 100 X 6 FLAT BAR TO
STRUCTURAL ENGINEERS DETAILS. HOT
DIPPED GALVANISED WITH PAINT FINISH

REINFORCED CONCRETE PAVING SLAB TO
STRUCTURAL ENGINEERS DETAILS. EXPOSED
AGGREGATE CONCRETE FINISH- GREVILLEA
WHITE

24
00

20
0

13mm THICK GYPROCK EC08 COMPLETE
PLASTERBOARD LINING. FLUSH JOINTED.
PAINT FINISH - DULUX VIVID WHITE.

METROLL QUARTER ROUND GUTTER 0.6MM
BMT COLORBOND STEEL. COLOUR -
COLORBOND PALE EUCALYPTUS

REINFORCED CONCRETE SLAB ON
COMPACTED FILL AS PER STRUCTURAL
ENGINEERS DETAILS

AQUALOO' CONTEMPORARY CUBICLE
SYSTEM SOLID COMPACT PARTITIONS
DOORS.  LAMINEX - ELEGANT OAK

BRADFORDS HURRICANE H300 300mm DIA
TURBINE ROOF VENTILATOR

15.5°
15.5°

49.2 m²

CHANGECHANGE
ROOM 6ROOM 6

SOLATUBE 750 DS-O WITH OPTIVIEW
DIFFUSER.
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